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LOAD | NL
3. ECheck amms for demis in carcrics - ana kad primers.
4, when insertipe magazine into magazime s 1P Be sure o itnsere focward Tip of
magazize = o weil firsr. FBe sure rhat magazire is lully seated.
FIRING
A, Pull charginpg handle, shown on page 11 Ligure 16, fully e che rear and
e leane.

NOTE: DO NOT RIDE CHARGING HANDLE FORWARD:

B, wWhen on the liring line, keep wour weapon up asd peinted down range at all
times. 1E vcu have a maifuncrion, raise vyour hand and ranpe persenncd wilbl aid
YO,

CAUTIMN: Onlv blank ammenition may be fired when the blank firing device is in place.
o nor use the cap ol the comdinacion rool kit as a blank firing device.

HAND GRENADE LAUNCHER: The nand grenade launcker is inscalled by remuving che muzzle
aut tfige 375 and screwine the laancher onto the weapon (fip 540,

T FIRFE THE GREMADE:  asert a precade with the pin pulled inro rhe laoncher.
CAUTION: 3 =pecial tvpe carrricpe is nsed for firing the grenade. Place the burr of
rhe weapon on the ground and fire [rom Lthis poesirion.  The maximum effective range
the grenade can S Firprd s 290 nmorers.

THE BAYIMET: {fip- 55) s affixcd by positioning its loops in fronr of rhe muzzle
nur and gas cylinder body and sliding tThe bkavoner to the rtear until Lhke bayonet
rarch engapes rhe muzzle nut {iig-36). The bayonet is remowved by pulling the catch,
loicated behind che hile, away from the handle and sliding the bavonet forward

and off,

PLASTIC MAGAZINE: The Soviet AK-47 metal magazine is pradually beinpg replaced by
Lhe plastic magazine, (fig.s 271, whicth is lighter than the metal. The plastic
mapazine, bocause 1 is lightweight and wacterpreonf, is used mainly by marines,
dicthorne, and armor units-



1 | SECTION I. GENERAL

The AK-47 {fig 3) is a short, compact, selective-fired weapon de-

sigred by the Soviets in 1846 which fires a cartridge intermediate in

; power between submachine qun and rifle cartridges. It has a mild re-

| | coil which gives it the capability of delivering effective full auto-
matic fire up to 300 meters.

| In addition to the Soviet Union, the People’s Republic of China,

? East Germany, Poland, Bulgaria, Romania, North Korea, Hungary, and
YugosTavia have manufactured the AK-47. The selector markings on the
right side of the receiver provide a ready means of identifying the
country of origin [fig 4).

The AX-47 is produced in two different basic models - ocne with a

conventiconal fixed wooden stock [fig 5) and the cther with a folding
metal stock (fig B). The folding stock is used mostly by airborne and

armor units.

FIGURE 1. LEFT YIEW, AK-47

SECTION II. TECHNICAL DATA

Cartridge 7. 62x38mm
Feed Magazine (fig 7)
Magazine capacity 30 rds
Gas operated
Weight 9.5 1b
Length 4.2 in
Length w/folded stock 27.5 in

] — Rate of fire semiautomatic 40 rpm

— Rate ¢of fire automatic 100 rpm

Rate of fire cyclic B00-B0C rpm
Maximum effective range 400 meters

FIGURE 2. RIGHT VIEW, AK-47

FIGURE 3. AK-47
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WEAPON MARKINGS
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FIGURE 5. WOODEN STOCK

FIGURE 6. FOLDING STOCK




SECTTION TII. DPERATION

Loading the Magazine: Place a round between the feed lips [figq 8).

Press 1t down until 1t locks inside the magazine. Repeat until maga-
zine is full {30 rds).

Inserting the magazine into the receiver: Cant the magazine for-
ward so the lug on the front of the magazine engages with its recess
in the magazine well (fig 9); then pull the magazire to the rear until
it snaps into place.

Loading the AK-47: Pull the gperating handle [fig 10}, fully to
the rear ard release 1t so the lug on the bottom of the boli can strip
a round from the magazine and into the chamber. NOTE: The selector
{fig 11}, must be in a firing pesiticn.

CAUTION: Always keep the selector in the safe {upper) position until
the weapon 15 ready to be fired.

Firing the AK-47: Place the selector on the desired position {au-
tomatic middle position, and semi-automatic lower position)[fig 12).
Aim using a normal sight picture and pull the triager.

The AK-47 with the metal stock can also be fired with the stock
folded. This is done by pressing the stock latch located on the left
rear of the receiver {fig 13), swinging the stock down beneath the
weapon {fig 14). This position is used mainly by airborne and armor
units.

Immediate action: For a runaway gun, keep the rifle pointed up
and dewn range yntil all ammunition is expended. C(lear the weapon and
inspect 1t to determine the cause of the malfunction. Immediate ac-
tion for a misfire is tp keep the rifle pointed down range for at
least one minute. Then pull the operating handle to the rear and
eiect the misfired round. Load a new round and attempt to fire it.

If 1t does not fire, wait one minute and then wnload the rifle. In-
spect to determine the cause of the malfunction.

Unlpading: Remove the magazine by pressing the magazine catch
{fig 15) toward the magazine; then swing the magazine forward and out
of the receiver. Pull the operating handle fully to the rear, inspect
the chamber and receiver. If no cartridge is present, release the
operating handle and pull the trigger (fig 16).

Zerping: Set the rear sight for the desired range by pressing in
on the slide catch and moving the slide bar along the leaf until the
front edge of the bar is aligned with the 1ine below the number that
corresponds with the range tn meters {fig 17).

The front sight post can be screwed in or out of its @ase to ad-
just for elevaticn. The wrench in the combination tool kit is used

5

for this purpose (fig 18). Lateral zerping is done by moving the
cylindrical front sight post mount from side to side using the lateral
zeroing tool (fig 19).

[f the strike of the bullet is below the contrel poirt, the front
sight should be screwed in. If above, 1t should be screwed out. If
the strike of the bullet is to the Teft of the control point, the
sTide of the front sight should be moved tc the left; if tpo the right,

to the right.

Moving the front sight slide to the left, right, up or down Imm,
changes the strike of the bullet 26cm at 100 meters. One full turn
oh the front sight post moves the strike of the bullet 20cm when fir-
ing at 100 meters. Fromt sight post changes should be verified by a
group of four individually aimed shots. After the weapocn has been
zeroed, the old mark should be removed and a new one written in.





















FIGURE 57.

PLASTIC MAGAZINE
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SECTION ¥II. MAINTENANCE

_ Care and cleaning: The AK-47 rifle must be kept in proper work-
ing order and be ready for action. This is achieved by timely and
capable cleaning and lubricating.

The AK-47 assauvlt rifle should be cleaned:
--=- During preparation for firing.

--- After firing with bal! and blank cartridges. The receiver, bore,
chamber, gas piston, slide and bolt are ¢Teaned and lubricated imme-

diately after firing. Final cleaning takes place daily over the next
three or four days.

--- During any combat situation and in extended exercise; daily dur-
ing noncombat action periods.

--- No less than once a week if the rifle is not used. 0§l should be
nlaced only on well cleaned and dry metal surfaces immediately after
¢leaning so that moisture is not allowed to form on the metal.
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FIGURE 57. PLASTIC MAGAZINE
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SECTION VII. MAINTENANCE

Care and cleaning: The AK-47 rifle must be kept in proper wWoT ) -
ng order and be ready for action. This is achieved by timely and
capable cleaning ard Tubricating.

The AK-47 assault rifle should be cleaned:
-=~ During preparation for firing.

--- After firing with ball and blank cartridges. The receiver, bore,
chamber, gas piston, slide and bolt are ¢leaned and lubricated jmme-
diately after Tiring. Final cleaning takes place daily over the next
three or four days.

--- During any combat situation amrd in extended exercise; daily dur-
ing noncombat action periods.

~--- No less than once a week if the rifle is not used. 0il should be
placed only on well cleaned and dry metal surfaces immediately after
cleaning so that moisture is not allowed to form on the metal.
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SECTION VIII. SERVICE AND TRAINING AMMUNITION

The ARK-47 automatic rifle fires the 7.62x3%m round, M1943. The
rounds have varying construction depending upon their purpose. The
weight of the bullets and their muzzle velocity are selected so that

firing with the different builets can be conducted with the same sight
settings. Ammunition is divided inte service and auxiliary types.

1. Service ammunition and its use

Service ammunition is divided inte ball cartridges and special
purpose cartridges.

Ball ammunition is used to engage enemy personnel.

Special ammunition, depending upon its construction, s designed
for target indication and correction of fire, igniting fuel and highly
inflanmable objects, and for destroying lightly armored targets.

Tracer cartridges are designed for farget indication, fire adjust-
ment, signal purposes and engaging personnel. Tracer bullets can 1g-
nite straw roofs, dry grass, etc. The path of the bullet is indicated
by a red flame. The flame can be seen for a distance of 700 meters.

AP-incendiary cartridges are used to destroy fuel (kerosene, gaso-
1ine} and for destroying targets protected by thin armor plating at
ranges up to 300 meters.

Incendiary cartridges are used to destroy fuel in iron tanks up to
3 millimeters thick. Incendiary cartridges alse coniain & tracer ele-
ment. The path of the bullet is indicated by a red flame which can be
seen day or night. It can be seen for a distance up to /00 meters.

2. Training Ammunition, purpose and construction

Training ammunition includes drilled and bTlank 7.62mm rounds,Mi543,

Drilled rounds are designed for training in leading and firing.
On the body or the cartridge case there are longitudinal grooves, and
on the cartridge case mouth there are marks from the clamping device.
The primer is pierced. There is no propellant in the cartridge case,

Blank cartridges are designed for simulating fire and are used 1in
tactical exercises, There is no bullet in the blank cartridges. The
mouth is sealed by a star (rosette) crimp. It is dangerpus to stand
closer than 10 meters away from the muzzle face when blank cartridges
are being fired.
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