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With the stock in your left hand, grasp the butt cap with your thumb on the 
serrated grip and pull cap from the stock. 

Withdraw the magazine. 



Withdraw the barrel assembly_ 

Withdraw the receiver assembly. 



Begin assembly by snapping on butt cap. 

Place receiver into position and turn the take down screw clockwise onto 
butt stock. Periodically check screw for tightness. 
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Align barrel lug with the cut in the receiver and screw the barrel nut clock­
wise onto the receiver threads. 
Check function of bolt by drawing charging handle all the way and recheck­
ing barrel nut for tightness. Periodically check for tightness of barrel nut. 

After market barrel of all kinds are available. But they usually don't fit into 
the stock, add extra weight, aren't any more accurate and are expensive. 
But they look "COOL"? 

Install the empty magazine and check that the magazine lock holds maga­
zine in receiver. Follow all safety procedures before loading. 
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BARREL DISASSEMBLY 

To disassembly the barrel. Use a drift punch to push the front sight from 
right to left, as shown. Instal from left to right 

With the front sight removed you can sUp the barrel nut off. Remove the 
barrel nut washer. Clean and inspect for cracks, wear, or damage. Oil lightly 
and reassemble in reverse . 
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RECEIVER DISASSEMBLY 
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Begin receiver disas­
sembly by removing 
the rear sight ,screw 
counterclockwise, and 
remove the rear sight. 

., Make sure that the rear 
sight is bowed outward 
in the center so that the 
rear sight screw com­
press the rear sight 
against the receiver 
during assembly. 00 
Not remove rear sight 
press nut. 



Lift off the receiver 
cover carefully so as 
not to dislodge the in­
. temal parts. 
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Remove the receiver 
cover by unscrewing 
the cover screw 
counter clockwise. 



Examine the magazine 
lever spring. It will fly 
out and may become 
lost if not contained. 

With your thumb over 
the magazine lever 
spring, slip the mags­
zine lever from it's pin. 



. Remove the magazine 
& ejector pin front the 
receiver. The maga­
zine lever pin is slightly 
shorter them the trig­
ger pin and are not in­
terchangeable. 
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With the pressure re.­
moved from the mags.. 
zine spring by the re.­
moval of the magazine 
lever. the spring is lifted 
from irs cut in the re­
ceiver. 






























