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AE Users Manual Accuracy International Ltd.

4,,0 Safety 4.5 Safe Handling Instructions
4.5.1 It is forbidden without any reason to point the rifle at anybody.

4.5.2 When users are unaware of the weapon status (half loaded, loaded or unloaded), it
should always be assumed that it is LOADED.

4.1 General

4.1.1 This manual must be read and fully understood before attempting to use the
weapon system.

4.1.2 From time to time the manual uses cautionarynotices to alert the user to either
safety imperative or potential instances which may result in causing damage to the
weapon system, as shown below: -

4.5.3 A weapon which is to be handed over must be presented unloaded and with the
bolt open, in the rearwards position.

CAUTION

The safety precautions set out under section 4.5 "Safe
Instructions", must be strictly adhered to, when: -
. On initial receipt of weapon. Before operating the rifle .

. After use before maintenance

. Before any inspection

. When the documentation recommends it

Handling
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&
Before handling the rifle or attempting any operation, the user must
ensure theirs and the safety of others by: -
. Standing behind the weapon
. Ensuring it is pointing in a safe direction. Checking it is unloaded and safe to handle
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CAUTION
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&
NEVER fire the rifle before you have ensured rifle that the serial
numbers of the action body, shroud and bolt assembly are the same.

4.2 Safe Storage
4.:~.1 When not in use the rifle shouldbe kept, in an unloadedcondition,in a lockedsteel

cabinet.

CAUTION

4.:~.2 The bolt and any ammunition should be stored in a separate locked steel cabinet to
that of the rifle.

4.5.6 Failure to fully close the bolt every time the bolt is manipulated could result in a live
round being left in the chamber, as the extractor does not engage the cartridge rim
unless the bolt is fUlly closed.

4.3 Protection
4.3.1 When firing the rifle, eye and ear protection should be worn at all times.

4.5.71

&
When operating the bolt ALWAYS cycle fully I.e. completely open and

, close the bolt every time it is manipulated.

.

4.3.2 NEVER handle or use a firearm whilst under the influence of alcohol or medication.
CAUTION

4.<1.3 Always wash your hands after handling the rifle or ammunition. ,II,mmunition
contains lead.

4.5.8 Tactical movements with a loaded weapon are only to be performed with the safety
lever set to the 'SAFE position' (so that the white dot is visible).

4.4 Maintenance Of The Rifle
4.4.1 NEVER make adjustments to the rifle. The user should not conduct any more

maintenance other than routine cleaning and lubrication of its external surfaces.

4.4.2 Have the rifle checked periodically by a qualified Gunsmith / Armourer.
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& illJy firearm can still be discharged. even with the safety mechanism
engaged, if it is handled carelessly.

CAUTION

4.4.3 Return the rifle to Accuracy International for checking if you are ever unsure of its
condition.

4.4.4 Ensure that the rifle is barrel is cleaned and clear from obstructions prior to firing,
see section 6.0 User Maintenance and 4.7 "Checking That The Bore Is Free Of
Obstructions" .
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4.ft Checking That The Rifle Is Unloaded

4.fi,1 Remove the magazine from the rifle, see section 5.3 "Insertion & Removal Of The
Magazine" and ensure it is clear of ammunition.

4.9 Safety Mechanism Operation

4.9.1 The AE Series Rifle has two modes of operation: -
. Safe
. Fire4.6.3 Raise the bolt handle and slide the bolt fully to the rear.

4.6.4 Check that the action is clear of ammunition by looking through the ejection port
and using a finger to feel inside the chamber. White Dot Red Dot

4.6.5 The bolt should be left open or removed whilst handling rifle, see section 5.2
"Fitting & Removal Of The Bolt".

4.'6.6 To close the bolt without causing unnecessary stress on the firing pin and bolt
assembly, pull the trigger shoe and whilst holding it to the rear, fully close the bolt
before releasing the trigger.

4.'6.7 Replace an empty magazine in the weapon. The rifle may now be handled safely. Safe Condition Fire Condition
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&
CAUTION

Before firing the rifle, always check the bore is free of obstructions. Fig. 02 Safety Mechanism

4.9.2 I

"'-ill
I

CAUTION

There is only one position where the rifle is safe.

This is when the safety lever is pulled FUllY rearwards so that
ONLY the 'white' dot is visible.

4,'7' Checking That The Bore Is Free Of Obstructions

4.7.1 Check that the rifle is unloaded, see section 4.6 "Checking That The Rifle Is
Unloaded".

No other position is safe.

4.9.3 The safety mechanism can only be applied after the rifle has been cocked.

4.,'.2 Remove the bolt, see section 5.2 "Fitting & Removal Of The Bolt"

4.7'.3 Look through the barrel to ensure that it is free from obstructions and then replace
the bolt.

4.9.4 With the safety mechanism applied the firing pin is withdrawn and is physically
blocked from coming forward.

4.,8: Clearing A Bore Obstruction

4.8.1 I

& NEVER try to remove a bore obstruction by loading and firing another

, round.

. This may cause the barrel to burst or a cartridge to rupture, potentially
causing serious personal injury or even fatality.

CAUTION

4.9.5 To engage the safety mechanism, move the safety lever (located on the right hand
side of the bolt assembly) fully rearwards so that only the white dot is visible.

4.9.6 To disengage the safety mechanism, move the safety lever fully forward so that
only the red dot is visible, The rifle will now fire when the trigger is pulled.

4.8.2 Remove the bolt, see section 5.2 "Fitting & removal of the bolt" and insert a rod
guide into the rear of the action.

4.8.3 Push a cleaning rod through the barrel from the chamber end to remove the object.

4.8.4 Clean the barrel, see section 6.0 User Maintenance and inspect the barrel for any
signs of damage.

4.8.5 If the object cannot be easily removed with the cleaning rod or the barrel is
damaged return the rifle to a qualified Gunsmith / Armourer.
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